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§ 780.33 Relocation or use of public
roads.

Each application shall describe, with
appropriate maps and cross-sections,
the measures to be used to ensure that
the interests of the public and land-
owners affected are protected if, under
30 CFR 761.12(d), the applicant seeks to
have the regulatory authority ap-
prove—

(a) Conducting the proposed surface
mining activities within 100 feet of the
right-of-way line of any public road,
except where mine access or haul roads
join that right-of-way; or

(b) Relocating a public road.

§ 780.35 Disposal of excess spoil.

(a) Each application shall contain de-
scriptions, including appropriate maps
and cross section drawings, of the pro-
posed disposal site and design of the
spoil disposal structures according to
30 CFR 816.71—816.74. These plans shall
describe the geotechnical investiga-
tion, design, construction, operation,
maintenance, and removal, if appro-
priate, of the site and structures.

(b) Except for the disposal of excess
spoil on pre existing benches, each ap-
plication shall contain the results of a
geotechnical investigation of the pro-
posed disposal site, including the fol-
lowing:

(1) The character of bedrock and any
adverse geologic conditions in the dis-
posal area,

(2) A survey identifying all springs,
seepage, and ground water flow ob-
served or anticipated during wet peri-
ods in the area of the disposal site;

(3) A survey of the potential effects
of subsidence of the subsurface strata
due to past and future mining oper-
ations;

(4) A technical description of the
rock materials to be utilized in the
construction of those disposal struc-
tures containing rock chimmey cores
or underlain by a rock drainage blan-
ket; and

(5) A stability analysis including, but
not limited to, strength parameters,
pore pressures and long-term seepage
conditions. These data shall be accom-
panied by a description of all engineer-
ing design assumptions and calcula-
tions and the alternatives considered

in selecting the specific design speci-
fications and methods.

(c) If, under 30 CFR 816.71(d), rock-toe
buttresses or key-way cuts are re-
quired, the application shall include
the following:

(1) The number, location, and depth
of borings or test pits which shall be
determined with respect to the size of
the spoil disposal structure and sub-
surface conditions; and

(2) Engineering specifications uti-
lized to design the rock-toe buttress or
key-way cuts which shall be deter-
mined in accordance with paragraph
(b)(5) of this section.

[44 FR 15357, Mar. 13, 1979, as amended at 48
FR 44780, Sept. 30, 1983; 56 FR 65635, Dec. 17,
1991]

§ 780.37 Road systems.
(a) Plans and drawings. Each appli-

cant for a surface coal mining and rec-
lamation permit shall submit plans and
drawings for each road, as defined in
§ 701.5 of this chapter, to be con-
structed, used, or maintained within
the proposed permit area. The plans
and drawings shall—

(1) Include a map, appropriate cross
sections, design drawings and specifica-
tions for road widths, gradients, surfac-
ing materials, cuts, fill embankments,
culverts, bridges, drainage ditches,
low-water crossings, and drainage
structures;

(2) Contain the drawings and speci-
fications of each proposed road that is
located in the channel of an intermit-
tent or perennial stream, as necessary
for approval of the road by the regu-
latory authority in accordance with
§ 816.150(d)(1) of this chapter;

(3) Contain the drawings and speci-
fications for each proposed ford of pe-
rennial or intermittent streams that is
used as a temporary route, as nec-
essary for approval of the ford by the
regulatory authority in accordance
with § 816.151(c)(2) of this chapter;

(4) Contain a description of measures
to be taken to obtain approval of the
regulatory authority for alteration or
relocation of a natural stream channel
under § 816.151(d)(5) of this chapter;

(5) Contain the drawings and speci-
fications for each low-water crossing of
perennial or intermittent stream chan-
nels so that the regulatory authority
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